Application Serial No. 10/813,202 

Amendment dated February 14, 2006 

Reply to Office Action dated December 1, 2005 

Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Listing of Claims: 

Claim 1 (currently amended): An internal combustion engine, comprising: 
a crankcase having a crankshaft rotatably disposed therein; 
a blower driven by said crankshaft to generate an air stream; 
a pair of first and second cylinders connected to said crankcase; 
an air intake system in fluid communication with said cylinders; and 
an intake air heating arrangement, comprising: 

a heater box disposed proximate said first cylinder, an interior of said 
heater box in airflow communication with said air stream; 

a cylinder wrap at least partially enclosing said first cylinder, said first 
cylinder and said cylinder wrap defining an air passage in airflow communication with said 
heater box through which said air stream is conducted; and 

a conduit in airflow communication with said heater box and with said air 
intake system, whereby air from said air stream is heated within said heater box and is conducted 
through said conduit into said intake system of said engine. 

Claim 2 (original): The engine of Claim 1, wherein said first and second cylinders are disposed 
at an angle with respect to one another to define a V-space therebetween. 

Claim 3 (original): The engine of Claim 2, wherein said air intake system includes a carburetor, 
said carburetor disposed within said V-space. 

Claim 4 (original): The engine of Claim 3, wherein said air intake system further includes an air 
cleaner, said air cleaner connected to said carburetor and in airflow communication with said 
conduit. 
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Claim 5 (original): The engine of Claim 1, wherein said heater box is connected to said first 
cylinder, said heater box disposed externally of said V-space. 

Claim 6 (original): The engine of Claim 1, further comprising a muffler in exhaust flow 
communication with said first cylinder and disposed proximate said heater box, whereby air from 
said air stream is heated within said heater box by heat from said muffler. 

Claim 7 (canceled): 

Claim 8 (original): The engine of Claim 1, wherein said crankshaft is disposed horizontally. 

Claim 9 (currently amended): A method of heating intake air in an engine which includes a pair 
of cylinders disposed at an angle with respect to one another to define a V-space therebetween, 
said method comprising the steps of: 

generating an air stream; 

conducting the air stream proximat e a hot portion of th e e ngin e between at least 
one of the cylinders and a cylinder wrap at least partially enclosing the cylinder to heat air within 
the air stream; 

capturing heated air from the air stream in a heater box; and 

conducting heated air from the heater box to an intake system of the engine. 

Claim 10 (original): The method of Claim 9, wherein said first conducting step comprises 
conducting the air stream proximate at least one of a cylinder and a muffler of the engine. 

Claim 1 1 (original): The method of Claim 9, wherein said first conducting step further includes 
drawing heated air into the air stream from the vicinity of a muffler of the engine. 

Claim 12 (original): The method of Claim 9, wherein said second conducting step comprises 
conducting heated air from the heater box to a carburetor disposed within said V-space. 
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Claim 13 (withdrawn): An internal combustion engine, comprising: 

a crankcase having a crankshaft rotatably disposed therein; 

a blower driven by said crankshaft to generate an air stream; 

a pair of cylinders connected to said crankcase, said cylinders disposed at an angle 
with respect to one another to define a V-space therebetween, said V-space substantially enclosed 
by portions of said engine; 

a carburetor disposed within said V-space; and 

a duct assembly disposed proximate at least one of said cylinders and in airflow 
communication with said air stream and with said V-space, whereby air in said air stream is 
heated within said duct assembly and is conducted to said V-space to heat said carburetor. 

Claim 14 (withdrawn): The engine of Claim 13, further comprising a muffler in exhaust flow 
communication with at least one of said cylinders and disposed proximate said duct assembly, 
said duct assembly further including an inlet disposed adjacent said muffler whereby heated air 
from the vicinity of said muffler is drawn by said air stream into said duct assembly. 

Claim 15 (withdrawn): The engine of Claim 13, further comprising a fuel tank disposed 
proximate an upper portion of said cylinders and a shroud disposed proximate a front side of said 
cylinders, said duct assembly including a wall disposed proximate a rear side of said cylinders, 
said fuel tank, shroud, and wall cooperating with one another to substantially enclose said V- 
space. 

Claim 16 (withdrawn): The engine of Claim 13, wherein said duct assembly includes a cylinder 
wrap at least partially enclosing said at least one cylinder, said at least one cylinder and said 
cylinder wrap defining an air passage in airflow communication with said V-space through which 
said air stream is conducted. 

Claim 17 (withdrawn): The engine of Claim 13, wherein said crankshaft is disposed 
horizontally. 
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Claim 18 (withdrawn): A method of heating a carburetor of an engine having a pair of cylinders 
which are disposed at an angle with respect to one another, said method comprising the steps of: 
generating an air stream; 

conducting the air stream proximate a hot portion of the engine to heat air within 
the air stream; and 

conducting heated air from the air stream into a substantially enclosed V-space 
defined between the cylinders, in which the carburetor is positioned. 

Claim 19 (withdrawn): The method of Claim 18, wherein said first conducting step comprises 
conducting the air stream proximate at least one of a cylinder and a muffler of the engine. 

Claim 20 (new): The engine of Claim 1, wherein said V-space is substantially enclosed by 
portions of said engine. 
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